
Government ofTripura 

WOMEN'S POLYTECHNIC 


Hapania, P.O. - Amtali, Agartala, Tripura West - 799130. 


NO.F. l (I 3)/WP/NEQIP/Proc./2016-2017/ 19) Date: -08/03/2018. 

Short Notice Inviting Quotation 

Sealed quotations are invited by the undersigned under NEQIP Project from the 
experienced and resourceful suppliers/dealers for Supply & Installation of CCTV 

CAMERA and Video Conference system for Women's Polytechnic, Hapania, Agartala as 
per given below. The details of the items are as follows: 

1. Supply and installation of CCTV Camera:
SL Ite m Qty Specification in detail 
No 
1 2 MP long range IR 20 nos IP 66, 30 DNR, HLC, BLC, 1080P, H.264, 

IP Bullet Camera l /2.8"Sony Exmor CMOS, Lens-2.8mm/4mm, 
Angle of View:90 ° /74°, ONVIF (Profile S) , CGI, 
l 2VCD ± l 0%, PoE (802.3a:f), IR Range upto 50m. 

2 32Ch NVR-2 HOD 01 no IP video input 20-ch, Incoming bandwidth 400Mbps, 
Outgoing bandwidth 200Mbps, Browser IE?+, 
Chrome 18+, Firefox 5.0+, Mobile Software 
P2P&DDNS for IOS and Android, HDMI Output 1

Ch, Resolution: 1920x 1080, 1280x720, 
800x600, 1024x768, 1366x768, 1440x900, Live 
View /Playback 4k(3840*2160, 3264*2448, 
3296*2472)/ 6Mp(2752*2208, 3008*2008, 
2408*2008)/ 5MP(2560* 1920,2592*1944, 
2592*1920, 2528*2128/ 4MP (2560* 1440, 
2592*1520) I 3MP (2048* 1536)/ 1080p/ UXGN 
720PNGN 4CIF/ DCIF/ 2CIF/ CIF/ QCIF 
Interface Type 1 eSAT A for backup Capacity upto 
8TB Capacity for each HOD 

3 4 TB HOD 02 pcs 

4 8 Channel POE As 
802.JAF required) 

5 22" LED monitor 01 no 
with HDMI port 

6 CCTV Camera (As Wiring should be done by CAT 6 cable using 25 mm 
fitting & required) PVC conduit. Underground cable lying with PVC 
instal lation, conduit if required 
Wiring. 

Total Price (Including of all taxes)= 

---
N.B: Bidders are request to visit the site of installation and submit ~ota1ice for the 
above mentioned work. 
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2. Supply and installation of HD Video Conference System:
SL Item Qty Specification in detail 
No 

1 Codec 01 High Definition Video conferencing Codec, suitable 
for use in Medium Room & Small Rooms as part of 
a Video Conferencing Solution. ISDN and IP 
Compatible. 

2 Camera 01 High Definition 12X Zoom Camera 

3 LED Television 0 1 Screen Size 70 inches 

Picture Quality Full HD ( 1920 X 1080) 

Input Three HDMI, One USB, One 
RS323 

Contrast Ratio Minimum 4000000: 1 

Refresh R ate 60 Hertz 

Screen type Touch 

Aspect Ratio 16: 9 

Wattage of 20W 
inbuilt speaker 

Total Price (Including of all taxes) = 

The last date of receipt of quotations is 15th March, 2018 up to 2 PM. The 
quotations will be opened on the same day at 3 PM (if possible) in presence of intending 

bidders. Quotations received after due date and time will not be taken into consideration. The 
undersigned reserve the right to reject any quotations without assigning any reason. Qu 

of items listed above may increase or decrease as per actual requirement. 

Copy to:
1. The Member Secretary. IPU. NEQIP Project, Women's Polytechnic, fo r information. 
2. The Member Secretary, Purchase Committee, Women's Polytechnic, for information. 
3. The DDO, Women's Polytechnic, for information. 
4. www.tripura.gov.in 
5. Convener, Website Maintenance Committee of www.wptripura.nic.in 

(Prof. D. L. Roy, FlE) 

Principal 


Women's Polytechnic, 

Hapania, Tripura (W). 
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